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Configuring Windows Time Service to Use an External Time Source

To configure an internal time server to synchronize with an external time source, follow these steps:
Step 1 
Change the server type to NTP. 
To do this, follow these steps:

a. Click Start, click Run, type regedit, and then click OK. 

b. Locate and then click the following registry subkey:

HKEY_LOCAL_MACHINE\SYSTEM\CurrentControlSet\Services\W32Time\Parameters\Type 

c. In the right pane, right-click Type, and then click Modify (the original value is “ NT5DS “). 

d. In Edit Value, type NTP in the Value data box, and then click OK. 

Step 2 
Set AnnounceFlags to 5. 
To do this, follow these steps:
a. Locate and then click the following registry subkey:

HKEY_LOCAL_MACHINE\SYSTEM\CurrentControlSet\Services\W32Time\Config\AnnounceFlags 

b. In the right pane, right-click AnnounceFlags, and then click Modify. 

c. In Edit DWORD Value (THE ORIGINAL is ”a“), type 5 in the Value data box, and then click OK. 

Step 3

Enable NTPServer. 
To do this, follow these steps:
a. Locate and then click the following registry subkey:

HKEY_LOCAL_MACHINE\SYSTEM\CurrentControlSet\Services\W32Time\TimeProviders\NtpServer\Enabled 

b. In the right pane, right-click Enabled, and then click Modify. 

c. In Edit DWORD Value, type 1 in the Value data box, and then click OK. 

Step 4 
Specify the time sources. 
To do this, follow these steps:
a. Locate and then click the following registry subkey:

HKEY_LOCAL_MACHINE\SYSTEM\CurrentControlSet\Services\W32Time\Parameters\NtpServer 

b. In the right pane, right-click NtpServer, and then click Modify. 

c. In Edit Value, type time.nist.gov,0x1 in the Value data box, and then click OK.

Note 
Peers are placeholders for a space-delimited list of Internet Time Servers from which your computer obtains time stamps. Each DNS name that is listed MUST be unique. You MUST APPEND “ ,0x1 “ to the end of each DNS name. If you do not append “ ,0x1 “  to the end of each DNS name, the changes made in step 5 will not take effect. 

Step 5 
Select the poll interval. 
To do this, follow these steps:
a. Locate and then click the following registry subkey:

HKEY_LOCAL_MACHINE\SYSTEM\CurrentControlSet\Services\W32Time\TimeProviders\NtpClient\SpecialPollInterval 

b. In the right pane, right-click SpecialPollInterval, and then click Modify. 

c. In Edit DWORD Value (THE ORIGINAL VALUE is “e10”), type 900 in the Value data box, and then click OK. 

Note 
TimeInSeconds (900 or 1800) is a placeholder for the number of seconds that you want between each poll. A recommended value is 900 Decimal. This value configures the Time Server to poll every 15 minutes. 

Step 6 
Configure the time correction settings. 
To do this, follow these steps:

a. Locate and then click the following registry subkey:

HKEY_LOCAL_MACHINE\SYSTEM\CurrentControlSet\Services\W32Time\Config\MaxPosPhaseCorrection 

b. In the right pane, right-click MaxPosPhaseCorrection, and then click Modify (THE ORIGINAL VALUE is “ffffffff”). 

c. In Edit DWORD Value, click to select Decimal in the Base box. 

d. In Edit DWORD Value, type 1800 in the Value data box, and then click OK. 

Note 
TimeInSeconds (3600 or 1800) is a placeholder for a reasonable value, such as 1 hour (3600) or 30 minutes (1800). The value that you select will depend upon the poll interval, network condition, and external time source.  

e. Locate and then click the following registry subkey:
 HKEY_LOCAL_MACHINE\SYSTEM\CurrentControlSet\Services\W32Time\Config\MaxNegPhaseCorrection  

 f. In the right pane, right-click MaxNegPhaseCorrection, and then click Modify (THE ORIGINAL VALUE is “ffffffff”). 

g. In Edit DWORD Value, click to select Decimal in the Base box.  

h. In Edit DWORD Value, type 1800 in the Value data box, and then click OK. 

Note 
TimeInSeconds (3600 or 1800) holder for a reasonable value, such as 1 hour (3600) or 30 minutes (1800). The value that you select will depend upon the poll interval, network condition, and external time source.  

Step 7 

Quit Registry Editor. 

Step 8 
At the command prompt, type the following command to restart the Windows Time service, and then press ENTER:

net stop w32time && net start w32time
END
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